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And that’s it!

About 6 hours are all that‘s needed for fitting the 

InLine Pave® Transfer Module onto the SUPER 2100-2 IP. 

Two people can easily manage the conversion in less 

than one day.

All that remains to be done on the job site is place  

the extra hopper, holding 20 tonnes, into the material 

hopper of the SUPER 2100-2 IP and paving can 

commence.

The ErgoPlus® operating console is fitted on the 

operator station of the InLine Pave® Transfer Module.

Electrical cables are connected.
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Using the lifting gear, two workshop staff raise the 

InLine Pave® Transfer Module onto the SUPER 2100-2 IP,

positioning it into place and securing it. Then they fit 

the muffler end pipe.
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Before lifting the Transfer Module onto the paver,  

the engine hood has to be attached.
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Finally, hydraulics and electrics are connected.  

A test run should be performed, checking all 

components for proper functions and making final 

adjustments.
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Further information on InLine Pave®

Your feedback on RoadNews would be much appreciated. Suggestions are welcome. Please write us at roadnews@voegele.info

Visit us on the Web at www.voegele-info, contact your local Sales and Service Centre of the WIRTGEN Group  

or send e-mail to the Product Management Division of JOSEPH VÖGELE AG: produktmanagement@voegele.info  

or roadnews@voegele-info.

InLine Pave® can do: “Hot on hot” paving as easy and comfortable as conventional paving.
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