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Super 2100-2 Can Pave HMA,

Cement-Treated Base and RCC
The Super 2100-2 paver from Vogele America Inc. can place all types of Hot Mix Asphalt, including premium mixes such as Stone Matrix Asphalt (SMA), as well as cement-treated base (CTB) and roller compacted concrete (RCC) , with effortless ease.

The Super 2100-2 is powered by a 244-hp Deutz diesel engine and weighs 47,180 lb. Like the Super 1800 SF, its screed size is a nominal 8.3 ft., but unlike the Super 1800 SF, it can pave up to 42.5 ft.

Conveyors and augers installed in the paver are so dimensioned as to transfer and spread even largest quantities of mix with effortless ease, but also other materials like water-bound base in thick layers, or roller-compacted concrete,

Its innovative Ergo-Plus design means the operator enjoys a modern, ergonomic working environment that will optimize productivity even over the longest working days. And its super-quiet operation means it can work at nights or in noise-sensitive areas.

For more information about the Super 2100-2, contact Vögele  America, Inc.

BACKGROUNDER

Wirtgen America, Inc., Nashville, is the North American arm of the Wirtgen Group, the single-source marketer of the world's most technologically advanced lines of asphalt reclaiming and recycling equipment from Wirtgen, asphalt and soil compactors from Hamm Compaction Division, and U.S.-sourced asphalt pavers from Vögele America Inc. In late 2004 Reinhard Wirtgen, founder of Wirtgen Group, was honored as one of the "Top 100 Private Sector Transportation Design & Construction Professionals of the 20th Century" by the American Road & Transportation Builders Association (ARTBA).
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